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MOBILE TERMINAL AND TERMINAL
OPERATION PROGRAM

TECHNICAL FIELD

The present invention relates to a mobile terminal and a
terminal operation program capable of easily acquire infor-
mation of a plurality of icons displayed on a display unit.

BACKGROUND ART

In recent years, mobile terminals such as portable tele-
phones and PHS (Personal Handy phone System) terminals
are widely spread, so that it is possible to make a call or to
obtain information regardless of location or time. In particu-
lar, an amount of information that can be obtained is recently
increased and a wireless communication method of high
speed and high quality is adopted so as to download a large
amount of data. As the information that can be handled and
the amount and number of applications are increased, a help
function for searching contents, functions and operating
methods thereof is required. However, the mobile terminal
has the limited number of input keys and the limited display
area so as to keep the portability thereof and the operability of
the help function itself is poor, so that it is not possible to
provide sufficient search efficiency.

In order to improve the search efficiency by keywords, a
technique has been disclosed in which after akey input opera-
tion is performed, a function explanation database is searched
based on history of the key input operation and proper help
information can be searched on the basis of keywords, which
have been already input, without re-input of keywords (for
example, Patent Document 1). In addition, a technique has
been known in which when any information is searched using
a help function, not only an input of a key or request sentence
for search but also operation history is also considered to
search help information that a user desires (for example,
Patent Document 2).

In the meantime, the information of the contents, functions
and operation methods can be typically referred to via a
plurality of hierarchies (via selection items) from menu items.
However, a user has to always pass through a plurality of
hierarchies so as to refer to the information, so that the user is
forced to have a troublesome operation and specialized
knowledge. Accordingly, a technique has been also disclosed
in which an operation screen, in which a plurality of menu
items is arranged in order of using frequency while ignoring
a hierarchy relation of items, is displayed so that the infor-
mation, which has been once used, can be easily referred to
from next time (for example, Patent Document 3). According
to the technique, it is possible to easily select a desired func-
tion setting without repeating a complicated menu selecting
operation.

PRIOR ART DOCUMENTS

Patent Documents

Patent Document 1: Japanese Patent Publication No. H11-
231998

Patent Document 2: Japanese Patent Publication No. 2000-
137726

Patent Document 3: Japanese Patent Publication No. 2006-
287556
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2
SUMMARY OF THE INVENTION

Problems to be Solved by the Invention

According to the mobile terminals as described above, in
order to display a plurality of operation objects on a small
display area, icons, which directly indicate the operation
functions, are used. The icons include an icon that is arranged
on a wait screen in addition to an icon for startup ot a specific
application. For example, the icons indicate a predetermined
state such as icons indicating a remaining amount of a battery
and a pictogram (received signal strength), an icon indicating
reception of an e-mail, and the like.

With regard to the icon for startup of an application, the
information thereof is shown in a relatively upper hierarchy.
However, the above-described icon indicating a predeter-
mined state can be barely reached via hierarchies such as
three or four layers. In addition, it cannot be even guessed in
many cases where the information of the icon indicating the
predetermined state is originally stored. That is, according to
the current mobile terminals, it is often difficult to reach the
icons because the reference hierarchies by the icons are dif-
ferent or the selection items are varied.

Here, it can be considered to apply the conventional tech-
nique of increasing easiness of the selection, taking the using
frequency into consideration. However, since those tech-
niques assume that at least one search should be performed, it
is not possible to realize the effect for the icons having the few
times of reference, such as icon indicating a predetermined
state.

In view of the above problems, an object of the present
invention is to provide a mobile terminal and a terminal
operation program capable of quickly and surely acquiring
icon information by a simple operation without passing
through a plurality of hierarchies.

Means for Solving the Problems

In order to solve the above problems, a representative con-
figuration of a mobile terminal according to the present inven-
tion includes a display unit; a touch detection unit that
receives a user input onto a surface of the display unit; an
operation unit including a plurality of movable operation
keys; and a guidance display unit that enters a guidance
display mode upon detection of a depression of a predeter-
mined movable operation key of the operation unit, and that in
the guidance display mode, upon detection of a user input
onto an icon displayed on the display unit by the touch detec-
tion unit, displays on the display unit a predetermined guid-
ance screen related to the icon.

The guidance display mode may be kept while the prede-
termined movable operation key is in a depression state.

The guidance display mode may be kept until a predeter-
mined time period elapses after detecting the depression of
the predetermined movable operation key, and the guidance
display mode is ended after the predetermined time period
elapses.

The guidance display mode may be kept until the depres-
sion of the predetermined movable operation key is detected
again.

The predetermined movable operation key may be com-
monly used for another function, and when a depression state
of the predetermined movable operation key is kept for a
predetermined time period or more, the guidance display unit
may enter the guidance display mode.
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The mobile terminal may further include an allotment
change unit that changes the predetermined movable opera-
tion key to another movable operation key.

According to the present invention, the transition to the
guidance display mode which is an operation mode of per-
forming a guidance display is made just by depressing a
predetermined movable operation key, which is arranged to
be easily depressed, under a state where the touch detection
unit can be touched. During the guidance display mode,
touching on any icon is not an operation that is preset for the
icon and uniformly displays a guidance screen related to the
icon. Accordingly, regarding an icon indicating a predeter-
mined state in which guidance of the icon is provided in a
relatively deep hierarchy, it is possible to show the guidance
of the icon by a simple operation without passing through a
plurality of hierarchies. In addition, the display of the guid-
ance screen is limited only when the predetermined movable
operation key is depressed, for example. Thus, itis possible to
suppress consumption of power or processing time, which is
caused when always performing monitoring for proper
response even though the guidance screen is not necessary.

The predetermined guidance screen may display informa-
tion for specifying a content of the icon. The information for
specifying the content of the icon is uniformly displayed as
the guidance screen, so that a user can execute the guidance
operation in a uniform way regardless of types or functional
difference of the mobile terminal. Thus, the user can easily
see desired information in familiar order without referring to
a complicated instruction manual or function explanations.

The guidance display unit may display a guidance screen
that guides a startup method of an application specified by the
icon upon detection of a further user input onto the icon in the
predetermined guidance screen.

According to the present invention, an icon indicating a
predetermined state is also an object, and an application
specified by the icon can be also started up. By the configu-
ration of displaying the guidance screen of the startup
method, it is possible to confirm presence of an application
specified by the icon that is first touched and to quickly and
easily confirm the startup method of the application without
performing search therefor again.

The guidance screen guiding the startup method may show
a startup icon for the application specified by the icon.

According to this configuration, it is possible to quickly
and easily start up the related application without manually
searching the application specified by the icon.

The mobile terminal may further include a history storage
unit that stores a history of the predetermined guidance screen
by the guidance display unit, the guidance display unit may
enter the guidance display mode upon detection of a depres-
sion of the predetermined movable operation key, and
wherein, in the guidance display mode, upon detection of a
user input onto a predetermined history reference icon dis-
played on the display unit by the touch detection unit, the
guidance display unit may display on the display unit the
history of the predetermined guidance screen, and again dis-
play on the display unit the predetermined guidance screen
selected from the history by a further user input.

When the predetermined movable operation key is
depressed, the predetermined history reference icon is dis-
played on the display unit and the touching on the icon
enables re-selection of the history that is operated in the
guidance display mode in the past. According to this configu-
ration, even when the depression keeping state of the movable
operation key is abruptly stopped during the guidance display
mode, the guidance display mode can be again executed to
reproduce the previous operation state. Thus, it is possible to
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4

quickly and easily reach the desired guidance screen without
passing through the troublesome operation input again.

Another representative configuration of the present inven-
tion provides a terminal operation program for operating a
mobile terminal including a display unit, a touch detection
unit that receives a user input onto a surface of the display unit
and an operation unit including a plurality of movable opera-
tion keys, the program causes a control unit of the mobile
terminal to execute: a step of detecting a depression of a
predetermined movable operation key of the operation unit
and a user input onto an icon displayed on the display unit by
the touch detection unit; and a step of displaying a predeter-
mined guidance screen related to the icon on the display unit.

The constitutional elements and explanations thereof
based on the technical spirit of the mobile terminal can be
applied to the terminal operation program.

Effects of the Invention

As described above, according to the present invention, it is
possible to quickly and surely acquire icon information by a
simple operation without passing through a plurality of hier-
archies.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a schematic connection relation of a
wireless communication system.

FIG. 2 is a function block diagram showing a hardware
configuration of a mobile terminal.

FIG. 3 is a perspective view showing an outward appear-
ance of a mobile terminal.

FIG. 4 is an explanatory view for explaining a predeter-
mined movable operation key.

FIG. 5 is an explanatory view for explaining a guidance
display mode.

FIG. 6is an explanatory view illustrating a display example
of'a guidance screen.

FIG. 7 is an explanatory view for explaining another
example of the guidance display mode.

FIG. 8 is an explanatory view for explaining a further
example of the guidance display mode.

FIG. 9 is a flow chart showing an overall procedure of a
terminal operation method.

DESCRIPTION OF EMBODIMENTS

Hereinafter, preferred embodiments of the present inven-
tion will be specifically described with reference to the draw-
ings. The sizes, materials and other specific numerical values
of'the embodiments are exemplified so as to easily understand
the invention and are not to limit the invention unless particu-
larly mentioned otherwise. Meanwhile, in the specification
and drawings, the elements having the substantially same
functions and configurations are indicated with the same ref-
erence numerals and the overlapped explanations will be
omitted. In addition, the elements that are not directly related
to the invention will not be shown.

(Wireless Communication System 100)

FIG. 1 illustrates a schematic connection relation of a
wireless communication system 100. The wireless commu-
nication system 100 includes a mobile terminal 110, base
stations 120 that establish wireless communication with the
mobile terminal 110, a communication network 130 that is
connected to the base stations 120 and configured by ISDN
(Integrated Services Digital Network) line, Internet, dedi-
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cated line or the like and a relay server 140 that relays the
respective base stations 120 through the communication net-
work 130.

In the wireless communication system 100, the mobile
terminal 110 performs a call or communication with another
mobile terminal 110 through the wireless communication
with the base stations 120 and can be provided with a variety
of services from Web servers of respective service providers
connected through the communication network 130. In this
embodiment, regarding an icon that appears upon reception
of an email or reception of a missed call via the wireless
communication system 100 and an icon that is arranged on a
wait screen and indicates a remaining amount of a battery or
a pictogram (received signal strength), when a user cannot
know what the icons means only with the display of the icons,
it is possible to acquire icon information by a simple opera-
tion. Hereinafter, a specific configuration of the mobile ter-
minal 110 allowing a simple operation will be described and
then a terminal operation method of the mobile terminal 110
will be specifically described.

(Mobile Terminal 110)

FIG. 2 is a function block diagram showing a hardware
configuration of the mobile terminal 110, and FIG. 3 is a
perspective view showing an outward appearance of the
mobile terminal 110. The mobile terminal 110 includes a
terminal control unit 210, a terminal memory 212, a display
unit 214, an operation unit 216, a touch detection unit 218, an
audio input unit 220, an audio output unit 222 and a terminal
wireless communication unit 224.

As the mobile terminal 110, a variety of electronic devices
capable of performing wireless communication such as PHS
terminal, note-type personal computer, PDA (Personal Digi-
tal Assistant), digital camera, music player, car navigation,
gaming device, DVD player and the like can be employed.

The terminal control unit 210 manages and controls the
mobile terminal 110 by a semiconductor integrated circuit
including a central processing unit (CPU) and performs call-
ing, mail transmitting and receiving, imaging, music repro-
ducing and TV watching functions by using programs of the
terminal memory 212. The terminal memory 212 is config-
ured by a ROM, a RAM, an EEPROM, a von-volatile RAM,
a flash memory, an HDD or the like and stores programs,
communication data and the like that are processed by the
terminal control unit 210. In addition, the terminal memory
212 serves as a history storage unit 230 that stores history of
a predetermined guidance screen by a guidance display unit
236.

The display unit 214 is configured by a liquid crystal dis-
play, an EL (Electro Luminescence) or the like and can dis-
play Web content or GUI (Graphical User Interface) of an
application that is stored in the terminal memory 212 or
provided from a Web server through the communication net-
work 130. In addition, in this embodiment, the display unit
214 can arrange a plurality of icons indicating applications at
positions that can be touched by the touch detection unit 218,
which will be described later, and can display an icon that
indicates a remaining amount of a battery and a pictogram
(received signal strength) and an icon indicating a predeter-
mined state such as icon indicating reception of an e-mail.

The operation unit 216 is configured by a keyboard, a
numerical key, and a plurality of movable operation keys
(hardware keys) such as joystick or the like and receives an
operation input of a user. In this embodiment, a predeter-
mined operation key (side key) 232 of the operation unit 216,
which is provided on a case side, is set as a transition trigger
to a guidance display mode. While the predetermined mov-
able operation key is depressed, the guidance display mode is
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kept. In this embodiment, the guidance display mode is kept
by keeping depressing the movable operation key 232, so-
called depression keeping state. However, various keeping
operations can be applied. For example, the display mode
may be kept until a predetermined time period elapses after
depressing the predetermined movable operation key. Alter-
natively, the display mode may be kept until the movable
operation key 232 is again depressed after the depressing.
Although the predetermined movable operation key 232 may
be a dedicated key, it is typically commonly used for other
functions. Further, the predetermined movable operation key
232 is recognized as a function of this embodiment when it is
depressed for a predetermined time period, for example 0.5
second or more. Herein, the side key that a user can easily
depress is set as the predetermined movable operation key
232. However, the allotment of the predetermined movable
operation key may be changed depending on using easiness of
the user.

FIG. 4 is an explanatory view for explaining the predeter-
mined movable operation key. Here, when the predetermined
movable operation key 232 of the case side is depressed under
wait state as shown in FIG. 4(a), a history reference icon 234
that is shown as ‘Info’ on the display unit 214 is displayed as
shown in FIG. 4(5). The history reference icon 234 is con-
tinuously displayed while the user keeps depressing the pre-
determined movable operation key 232, and indicates that a
current mode is the guidance display mode. When the user
releases the depression keeping state of the predetermined
movable operation key 232, the guidance display mode is
ended and the mobile terminal returns to a general mode. In
addition, when the history reference icon 234 is displayed on
the wait screen in advance, the history reference icon 234 may
blink on and off during the guidance display mode.

The touch detection unit 218 receives an operation input of
a user corresponding to a display on a surface of the display
unit 214. As a detection method of the touch detection unit
218, the conventional methods such as a resistance film
method (pressure-sensitive method), an electrostatic capacity
method, an infrared light-shielding method, a ultrasonic sur-
face acoustic wave method, an electromagnetic induction
method, an electrostatic coupling method, an acoustic pulse
recognition method, an image recognition method or the like
may be used. In addition, a method of recognizing an object
placed on the surface of the display unit 214 by an optical
sensor integrated to the display unit 214 is also within the
technical scope of this embodiment.

By the touch detection unit 218, it is possible to receive a
user’s intuitive input corresponding to the screen of the dis-
play unit 214 without using the operation unit 216, for
example. In addition, by the touch detection unit 218, it is
possible to perform analog operations such as scrolling and
pointing of the Web contents displayed on the display unit
214.

In general times (general mode), when the touch detection
unit 218 detects touching on anicon indicating an application,
the application is started up. When the touch detection unit
detects touching on an icon indicating a remaining amount of
a battery or icon indicating a predetermined state such as a
pictogram, no operation is performed. However, when any
icon is touched in the guidance display mode during which
the predetermined movable operation key 232 is kept being
depressed, a guidance screen is uniformly displayed. The
detailed operation will be described below.

The audio input unit 220 is configured by audio recognition
means such as microphone and the like and converts user’s
voice, which is input in making a call, into an electric signal
that can be processed in the mobile terminal 110. The audio
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output unit 222 is configured by a speaker and converts and
outputs an audio signal of a called party, which is received in
the mobile terminal 110, into audio. In addition, the audio
output unit can also output a ringtone, an operating sound of
the operation unit 216 or touch detection unit 218, an alarm
sound and the like.

The terminal wireless communication unit 224 establishes
wireless communication with the base stations 120 through
wireless communication methods such as CDMA (Code
Division Multiple Access) and WiMAX (Worldwide Interop-
erability for Microwave Access) and performs voice commu-
nication with a called party or data communication with the
Web server.

The terminal control unit 210 serves as a guidance display
unit 236. The guidance display unit 236 displays on the dis-
play unit 214 a predetermined guidance screen related to an
icondisplayed on the display unit 214 upon detection of auser
input of the icon via the touch detection unit 218 under state
in which the predetermined movable operation key 232 of the
operation unit 216 is kept being depressed, i.e., in the guid-
ance display mode.

In this embodiment, transition to the guidance display
mode is made just by keeping depressing the predetermined
movable operation key 232 under state in which the touch
detection unit 218 can be touched. During the guidance dis-
play mode, touching on any icon does not cause an operation
that is preset for the icon and cause displaying a guidance
screen related to the icon. Accordingly, regarding an icon
indicating a predetermined state in which guidance of the
icon is provided in a relatively deep hierarchy, it is possible to
show the guidance of the icon by a simple operation without
passing through a plurality of hierarchies.

FIG. 5 is an explanatory view for explaining the guidance
display mode. Here, as a user keeps depressing the predeter-
mined movable operation key 232, the transition to the guid-
ance display mode is made as shown in FIG. 5(a). When the
user additionally touches an icon 238 of the pictogram as
shown in FIG. 5(b), a guidance screen 240 as shown in FIG.
5(c) is displayed. Here, as the guidance screen 240, informa-
tion for specifying contents of the icon (icon 238 of the
pictogram) is displayed.

That is, the information for specifying the contents of the
icon is uniformly displayed as the guidance screen 240, so
that a user can execute the guidance operation in a uniform
way regardless of types or functional difference of the mobile
terminal 110. Thus, the user can easily see desired informa-
tion in familiar order without referring to a complicated
instruction manual or function explanations.

The display of the guidance screen 240 by the guidance
display unit 236 is limited only when the predetermined mov-
able operation key 232 is depressed, for example. Thus, it is
possible to suppress consumption of power or processing
time such as unnecessary consumption of a memory or power,
which is caused when always performing monitoring for
proper response even though the guidance screen 240 is not
necessary.

FIG. 6 is an explanatory view illustrating a display example
of the guidance screen. Here, as information for specifying
contents of icons, names and explanations of icons are shown.

In addition, the guidance display unit 236 displays on the
display unit 214 a new guidance screen that guides a startup
method of an application specified by an icon upon detection
of a further user input onto the icon in the guidance screen
240.

FIG. 7 is an explanatory view for explaining another
example of the guidance display mode. Here, as a user keeps
depressing the predetermined movable operation key 232, the
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transition to the guidance display mode is made as shown in
FIG. 7(a). When the user touches an icon 242 indicating
reception of an e-mail, as shown in FIG. 7(b), the guidance
screen 240 as shown in FIG. 7(¢) is displayed. Here, as the
guidance screen 240, an icon 244 having the same design as
the icon (icon indicating reception of an e-mail) 242 and
information (for example, name or explanation of the icon)
for specifying content of the icon 244 are displayed.

When an additional user input onto the icon 244 in the
guidance screen 240 is detected, a guidance screen 246 as
shown in FIG. 7(d) is displayed. Here, as the guidance screen
246, a startup method of an application specified by the icons
242, 244 are uniformly displayed. Thus, it is possible to start
up an application specified by the icons 242, 244 according to
the startup method.

By the configuration of displaying the guidance screen 246
of'the startup method, it is possible to confirm presence of an
application specified by the icon 242 that is first touched, as
shown in FIG. 7(d). Furthermore, it is possible to quickly and
easily confirm the startup method of the application without
performing the search thereof again.

In addition, the guidance screen 246 that guides the startup
method of FIG. 7(d) also displays a startup icon 248 of the
application. When the startup icon 248 is touched, the e-mail
application specified by the icon 242 is started up as shown in
FIG. 7(e).

By the above configuration, it is possible to quickly and
easily start up a related application without manually search-
ing an application specified by an icon.

In addition, even when a user does not know how to start up
anapplication while an object is to start up the application, the
user can search a startup method and the startup icon 248 of an
e-mail application which is an object, from the related icon,
here the icon 242 indicating reception of an e-mail. Further-
more, since it is possible to simply execute the startup, the
convenience and operability are improved.

In the meantime, the reference history of the guidance
screen related to the icon 238 of the pictogram and the icon
242 indicating reception of an e-mail, which are described
with reference to FIGS. 5 and 7, is appropriately stored in the
history storage unit 230. The guidance display unit 236 dis-
plays, on the display unit 214, the history of the predeter-
mined guidance screen, which is stored in the history storage
unit 230, upon detection of a user input of the predetermined
history reference icon 234 displayed on the display unit 214 in
the guidance display mode.

FIG. 8 is an explanatory view for explaining a further
example of the guidance display mode. Here, as a user keeps
depressing the predetermined movable operation key 232, the
transition to the guidance display mode is made as shown in
FIG. 8(a). In the case where the guidance display mode has
been used in the past, the history reference icon 234, which is
shown as ‘Info,” blinks on and off. When the history reference
icon 234 that blinks on and off is touched as shown in FIG.
8(b), a guidance screen 250, in which reference history in the
guidance display mode of the past is listed, is displayed as
shown in FIG. 8(c), in response to the user input.

Furthermore, when one guidance screen is selected from
the history reference by the user input, the selected guidance
screen can be again displayed on the display unit 214. In the
example of FIG. 8(c), since the guidance screen of the icon
242 of the e-mail application that is specified in the name of
‘New Email Messages’is selected, the guidance screen 246 as
shown in FIG. 7(d) that was referenced in the past is dis-
played.

Here, when the predetermined history reference icon 234 is
touched in the guidance display mode, the history that has
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been operated in the guidance display mode in the past can be
again selected. By this configuration, even when the depres-
sion keeping state of the predetermined movable operation
key 232 is stopped, for example, when a mail or call is
received and guidance by the guidance screen thereofis inter-
rupted, it is possible to reproduce the previous operation state
by re-executing the guidance display mode described above.
Thus, it is possible to quickly and easily reach the desired
guidance screen without passing through the troublesome
operation input again.

As described above, according to the mobile terminal 110,
it is possible to quickly and surely acquire the icon informa-
tion by effectively using the display unit 214 and the intuitive
touch detection unit 218, without passing through the plural-
ity of hierarchies.

(Terminal Operation Method)

Next, a terminal operation method for operating the mobile
terminal 110 will be described.

FIG. 9 is a flow chart showing an overall procedure of the
terminal operation method. The terminal operation method is
a process that is executed by the terminal control unit 210 as
the terminal control unit 210 executes a terminal operation
program.

For example, when the depression state of the predeter-
mined movable operation key 232 of the operation unit 216 is
kept by the user under state in which the wait screen is
displayed on the display unit 214 (S300), the operation mode
of the mobile terminal 110 transits from the general mode to
the guidance display mode (S302). Then, the history refer-
enceicon 234 is displayed on a part of the display unit 214. At
this time, when the guidance display mode has been used in
the past, i.e., when the reference history of the guidance
screen is stored in the history storage unit 230, the history
reference icon 234 is displayed with blinking on and off or its
color being changed.

The guidance display mode is released when the depres-
sion keeping state of the predetermined movable operation
key 232 is stopped. Accordingly, the operation of the prede-
termined movable operation key 232 becomes null even at
any timing of the flow chart, so that the terminal operation
method ends.

Here, when the user input onto an icon displayed on the
display unit 214 is detected by the touch detection unit 218
(S304), it is determined whether the touched object icon is the
history reference icon 234 (S306). When the icon is a general
icon, rather than the history reference icon 234, the guidance
display unit 236 displays a guidance screen of the designated
icon (S308).

Then, it is determined whether an application is set for the
designated icon (S310). When an application is set, the guid-
ance display unit 236 waits for a user input onto the icon
displayed on the display screen (S312), and displays a guid-
ance screen of a startup method of the application and the
startup icon 248 (S314). Here, when a user input onto the
startup icon 248 is detected (S316), the application is started
up (S318).

In the process (S306) of determining whether the desig-
nated icon is the history reference icon 234, when it is deter-
mined that theicon is the history reference icon 234 (“YES’ in
S306), it is determined whether reference history for the
guidance screen is present (S322). When the reference history
is present, the guidance display unit 236 lists the reference
history of the guidance screen and displays it on the display
unit 214 (S324). Then, the guidance display unit 236 waits for
a selection input of the user onto the reference history (S326)
and displays the selected guidance screen (S328).
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According to this terminal operation method, it is possible
to quickly and surely acquire the icon information by a simple
operation without passing through the plurality of hierarchies
that are provided in advance in the mobile terminal 110.

Although the preferred embodiments of the invention have
been described with reference to the drawings, it should be
noted that the present invention is not limited thereto and can
be modified and changed by one skilled in the art within the
scope of the claims, which are intended to be included in the
technical scope of the present invention.

Inthe meantime, the respective steps of the terminal opera-
tion method are not necessarily performed time-serially in
accordance with the procedures shown in the flow chart and
may be performed in parallel or include processing by a
subroutine.

This application is based on Japanese Patent Application
No. 2008-167322 filed on Jun. 26, 2008, the disclosures of
which are incorporated herein by reference.

INDUSTRIAL APPLICABILITY

The present invention can be applied to a mobile terminal
that can easily acquire information about a plurality of icons
displayed on a display unit and a terminal operation method
thereof.

DESCRIPTION OF REFERENCE NUMERALS

110: mobile terminal

214: display unit

216: operation unit

218: touch detection unit

230: history storage unit

232: predetermined movable operation key

234: history reference icon

236: guidance display unit

248: startup icon

The invention claimed is:

1. A mobile terminal having at least a first application
program, a first icon corresponding to the first application
program, a second application program and a second icon
corresponding to the second application program, the mobile
terminal comprising:

a display unit;

an input detection unit that detects a user input;

a history storage unit that stores a screen which relates to
the first application program and is displayed on the
display unit, as a first screen, and that stores a screen
which relates to the second application program and is
displayed on the display unit, as a second screen; and

a control unit that when a first input is detected in a state
where a third screen, which includes the first icon and is
different from the first screen and the second screen, is
displayed on the display unit, displays on the display
unit a fourth screen including information on the first
application program, the first icon, information on the
second application program and the second icon, and
that when a second input selecting the first application
program from among a plurality of application programs
in a state where the fourth screen is displayed, displays
the first screen on the display unit identical to the first
screen stored in the history storage unit and displayed on
the display unit.

2. The mobile terminal according to claim 1,

wherein the third screen includes the first icon, and

wherein when the first input is detected in the state where
the third screen including the first icon is displayed, the
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control unit displays on the display unit the first icon
displayed on the third screen and the first icon displayed
on the fourth screen.

3. The mobile terminal according to claim 1,

wherein the third screen includes the first icon, and

wherein when the first input is detected in the state where
the third screen including the first icon is displayed, the
control unit displays the first icon displayed on the
fourth screen so as not to be overlapped with the first
icon displayed in the third screen.

4. The mobile terminal according to claim 1,

wherein the input detection unit includes a touch panel that
detects a touch by a user and an operation key which is
different from the touch panel.

#* #* #* #* #*
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